19970714.ba  ba-por01.558 ba-por01.559
>1558
>From owner-boatanchors@theporch.com Sun Jul 13 00:02 CDT 1997
>Received: from sco.theporch.com (sco.theporch.com [207.234.31.38])
>	by uro.theporch.com (8.8.7.Beta2/A-UX-3.1.1) with ESMTP id AAA13568
>	for <SHIMSHON@URO.THEPORCH.COM>; Sun, 13 Jul 1997 00:02:54 -0500 (CDT)
>Received: from sco.theporch.com (localhost [127.0.0.1])
>	by sco.theporch.com (8.8.7.Beta2/SCO-5.0.2) with SMTP id FAA07668;
>	Sun, 13 Jul 1997 05:02:34 GMT
>Message-Id: <199707130502.FAA07668@sco.theporch.com>
>Date: Sun, 13 Jul 1997 00:02:34 CDT
>Sender: owner-boatanchors@theporch.com
>From: boatanchors@theporch.com
>To: Old Tube Radios <boatanchors@theporch.com>
>Subject: BOATANCHORS digest 1558
>Mime-Version: 1.0
>Content-Type: multipart/mixed; boundary="--__ListProc__NextPart__868769945434384972"
>X-Listprocessor-Version: 8.1 -- ListProcessor(tm) by CREN
>Status: O

			    BOATANCHORS Digest 1558

Topics covered in this issue include:

  1) key needed
	by "Walter L. Marshall" <wmarshal@CapAccess.org>
  2) Removing wax in coils
	by "Yves Dussault" <dussault@vipxlnet.com>
  3) RCA AR-88 value?
	by billo@nti.net (Bill Wilson)
  4) Radios for Sale
	by Mark Hovda <hovda@fyiowa.infi.net>
  5) Sunday..thinning out the shack..stop bye..
	by Robert Fowle <hammarlund@jacksonmi.com>
  6) BTW I monitor 147.280 repeater here.....in Jackson Mi.
	by Robert Fowle <hammarlund@jacksonmi.com>
  7) Re: Texas City Hamfest Report, VE test results
	by "Gerald D'Entremont" <cdent@tenet.edu>
  8) Heath Sixer F/S
	by michael.hopkins.1171@corvus.com (Michael Hopkins)
  9) Re: Another Texas City hamfest report
	by "Robert M. Bratcher Jr." <bratcher@worldnet.att.net>

----------------------------------------------------------------------

Date: Sat, 12 Jul 1997 17:44:49 -0400 (EDT)
From: "Walter L. Marshall" <wmarshal@CapAccess.org>
To: boatanchors@theporch.com
Subject: key needed
Message-ID: <Pine.SUN.3.91-FP.970712173804.19308D-100000@cap1.capaccess.org>
MIME-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII

   Dear Girls and Guys,
   I've been wanting to fire up a ham BA, and decided
to bite the bullet, and enroll in a code class. So, I
need a good servicable key. Something that would be
comfortable for a person with large hands.
   Thank youse,
   Walter

------------------------------

Date: Sat, 12 Jul 1997 17:54:09 -0400
From: "Yves Dussault" <dussault@vipxlnet.com>
To: boatanchors@sco.theporch.com
Subject: Removing wax in coils
Message-ID: <3.0.1.32.19970712175409.006c19c4@vipxlnet.com>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

Hi!
I saw, some time ago, a suggestion on how to remove wax from coils. But I
did not save it on my own disk...(in my head...). Can anybody suggest a way
of removing the wax that "seals" the slugs in coils of Hallicrafters
receivers...
Thanks in advance for any info.

VE2ATD
Yves Dussault 


------------------------------

Date: Sat, 12 Jul 1997 18:24:21 -0500
From: billo@nti.net (Bill Wilson)
To: boatanchors@theporch.com
Subject: RCA AR-88 value?
Message-ID: <19970712232420476.AAA43@NOTORIOUS>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

Greetings,

   What is the current value (if any) of the RCA AR-88?  I have a chance on
one in VG condition but don't know what they are going for these days.  This
one has the fungacide stuff in it and S-meter, could be a CR-88.  The radio
works fine and looks good.

Thanks in advance,

Bill
W4BIZ
Jacksonville, Al. 


------------------------------

Date: Sun, 13 Jul 1997 02:42:06 -0700
From: Mark Hovda <hovda@fyiowa.infi.net>
To: boatanchors@theporch.com
Subject: Radios for Sale
Message-ID: <33C8A2EE.7E5B@fyiowa.infi.net>
MIME-Version: 1.0
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

I need to make some room so the following items must go. Multiple offers
will be resolved by random selection on Monday evening.  I reserve the
right to give preference in the resolution of multiple offers to those
who have assisted me in the past.   UPS charges from Iowa (52402) will
be added to each item.

1. NC-173, Good condition, works but probably needs minor
repairs/alignment.  Top, sides and front edges are scratched.  Front is
not too bad, but has some scratches.  Non original power transformer. 
Manual copy.   $120

2. NC-173, nice cabinet, not working.  Non original power xformer. Has
what looks to be reversible minor mods, Q-multiplier connections  in
rear as well as a switch where the phone jack should be.   Manual copy.
$75

3. HQ-110, no clock, works, nice condition.  $130 

4. Halli S-76.   Good condition, works, front panel has minor
scratches/chips.  Top and sides have minor scratches.   $125

5. Halli R-42 speaker.  Good cond.  Has minor chips on front edges.  
Typical scuffs and scratches on top and sides.  Has light corrosion on
rear top edge of cabinet.  $50

6. Central Electronics 10-B SSB/CW exiter.   Untested.  Excellent
condition.  One coil set.  Original manual.  $125

7. BC-348-Q.   Very nice original condition.  Has tag and dynamoter.  No
mount.  Untested. $125

8. Heathkit SB-10 SSB Adapter.   Untested.   Excellent condition with
manual.  $75

Thanks,

Mark
N0JWI


------------------------------

Date: Sat, 12 Jul 1997 22:05:59 -0400
From: Robert Fowle <hammarlund@jacksonmi.com>
To: boatanchors@theporch.com
Subject: Sunday..thinning out the shack..stop bye..
Message-ID: <33C83807.5732@jacksonmi.com>
MIME-Version: 1.0
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

Hi tube fans
	if your in the Jackson Mi. area..and nothing to do this Sunday..
Stop bye and visit..and see if i might have that part, ect. you've been
looking for..I want to clean out alot of the stuff in my shack..and
looking and seeing is better than a description on a screen..
no reasonable offer refused....it's Ham Fest Sunday no admission fee,
plenty of free parking...and a hand shake & smile are waiting...
I'm just off the I-94 US-127 North junction..exit 138...
help me thin down..and say HI!  8-)
-- 
Best Regards
Robert Fowle      KC8DBC

**** Visit my Web Page.....****

my address is:
1215 Winifred
Jackson, Mich. 49202-1946
Ph. 517-789-6721

E-mail:  hammarlund@jacksonmi.com
My Web Page:  http://www.jacksonmi.com/hammarlund

------------------------------

Date: Sat, 12 Jul 1997 22:43:31 -0400
From: Robert Fowle <hammarlund@jacksonmi.com>
To: boatanchors@theporch.com
Subject: BTW I monitor 147.280 repeater here.....in Jackson Mi.
Message-ID: <33C840D3.52BF@jacksonmi.com>
MIME-Version: 1.0
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

-- 
Best Regards
Robert Fowle      KC8DBC

**** Visit my Web Page.....****

my address is:
1215 Winifred
Jackson, Mich. 49202-1946
Ph. 517-789-6721

E-mail:  hammarlund@jacksonmi.com
My Web Page:  http://www.jacksonmi.com/hammarlund

------------------------------

Date: Sat, 12 Jul 1997 21:41:07 -0500
From: "Gerald D'Entremont" <cdent@tenet.edu>
To: bdhall@ghg.net
Cc: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Texas City Hamfest Report, VE test results
Message-ID: <33C84043.66B3@TENET.EDU>
MIME-Version: 1.0
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

Benjamin D. Hall wrote:
> 
> Greetings y'all, just got back from the Texas City Texas Hamfest.
*deleted*
 I had planned on taking my Tech exam at this fest, but thanks
> to business booming at the Old Salt Mine, I didn't get a chance to crack
> the book.  But, Ray and Phil said I had nothing to lose by taking the test
> (except $6.25) so I signed up and took it.  Unbeleivably, I PASSED!!!  (yee
> haw!)  There was even a question on the test asking "Which of these symbols
> is a vacuum tube triode?"  Got that one, heh heh heh...  So, I'm now in the
> market for 2 meter FM BA equipment if there is such equipment...
> 
> 73 y'all,
> Ben
> ---
> Benjamin D. Hall, ham radio callsign pending (yay!) - 
*sig deleted*
Ben:
	I'm copying this to the list because I wanted to congratulate you
publicly for getting your ticket.  Now pass the books along to Al so
we can get him going and let me know what we can do to help ya'll along
with the code so you can get down on the 40M BA freq. (whatever it winds
up being, hi!)
73, Gerald  W5BA
cdent@tenet.edu

------------------------------

Date: Sat, 12 Jul 1997 16:02:00 GMT
From: michael.hopkins.1171@corvus.com (Michael Hopkins)
To: boatanchors@theporch.com
Subject: Heath Sixer F/S
Message-ID: <97071223003310953@corvus.com>

Internetless friend found:

HW-29A Heathkit Sixer long stored with original book and mic.
plus xtals.  Says very clean, e.g. looks like case screws never
removed after assembly.  Asks $50.

This fellow, Bob Rush, KC5PQC, is a reliable historian with whom
I do business regularly.  He is at Bowie, Texas.

Tel. 817-872-6760

(relay de ab5l)
---
 * SLMR 2.1a * 


------------------------------

Date: Sat, 12 Jul 1997 23:26:47 -0500
From: "Robert M. Bratcher Jr." <bratcher@worldnet.att.net>
To: boatanchors@sco.theporch.com
Subject: Re: Another Texas City hamfest report
Message-ID: <3.0.32.19970712232643.00812a60@postoffice.worldnet.att.net>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

At 05:17 PM 7/12/97 +0000, you wrote:
>Here's what I remember.....
>
>SX-71 in nice shape, asking $150
>HQ160, looked good except bfo knob had been replaced by a small
>vernier dial screwed to the front panel, $100 
>HQ-100 with clock, nice shape, $85
>Drake TR-4 with ps and spkr, $275
>75A2, nice shape, $350
>SB-614 station monitor scope, $200  (that's no typo, $200!)
>
>Lots of test equipment, parts, and tubes.
>thanks & 73,
>Phil
>
>Phil Mills			*****    WTB   14th Ed. Radio Handbook   *****
>Friendswood, TX   77549   (near Houston)

Yeah, better than last year. I drove from Northwest Houston.

Robert M. Bratcher Jr.
E-mail to:
bratcher@worldnet.att.net
Record collector, 8mm, super 8, 16 and 35mm Film collector.
Looking for prerecorded reel to reel tape albums.
I like old radio's too.
Collins, Hallicrafters, National & Hammurlund are my Favorites!

------------------------------
End of BOATANCHORS Digest 1558

******************************
>1559
>From owner-boatanchors@theporch.com Sun Jul 13 14:05 CDT 1997
>Received: from sco.theporch.com (sco.theporch.com [207.234.31.38])
>	by uro.theporch.com (8.8.7.Beta2/A-UX-3.1.1) with ESMTP id OAA14593
>	for <SHIMSHON@URO.THEPORCH.COM>; Sun, 13 Jul 1997 14:05:56 -0500 (CDT)
>Received: from sco.theporch.com (localhost [127.0.0.1])
>	by sco.theporch.com (8.8.7.Beta2/SCO-5.0.2) with SMTP id TAA07339;
>	Sun, 13 Jul 1997 19:05:18 GMT
>Message-Id: <199707131905.TAA07339@sco.theporch.com>
>Date: Sun, 13 Jul 1997 14:05:18 CDT
>Sender: owner-boatanchors@theporch.com
>From: boatanchors@theporch.com
>To: Old Tube Radios <boatanchors@theporch.com>
>Subject: BOATANCHORS digest 1559
>Mime-Version: 1.0
>Content-Type: multipart/mixed; boundary="--__ListProc__NextPart__868820698434410349"
>X-Listprocessor-Version: 8.1 -- ListProcessor(tm) by CREN
>Status: O

			    BOATANCHORS Digest 1559

Topics covered in this issue include:

  1) GRC-109 and component substitution
	by Karl Heimbach <heimbach@concentric.net>
  2) BAs in Dallas
	by "Dick Dillman" <ddillman@igc.apc.org>
  3) Dallas BAs?
	by "Dick Dillman" <ddillman@igc.apc.org>
  4) URM-25D dial lamps
	by Raymond Cote <cote@lepton.soest.hawaii.edu>
  5) Congrats Ben!
	by Ronnie Hull <w5sum@ms1.nwla.com>
  6) Re: GRC-109 and component substitution
	by john <johnmb@mindspring.com>
  7) listowner's address?
	by "E.Swain/T.Boyd" <lizboy@io.com>
  8) Hallicrafters SX-96 knob & manual needed
	by w9fs@juno.com (Jerry W. Daugherty)
  9) ARC-5 IF hacks: Igniting the Flame Thrower
	by arc5@ix.netcom.com
 10) Congrats to Ben
	by n5off@w5ddl.aara.org
 11) FS: Chassis Punches
	by Mark Hovda <hovda@fyiowa.infi.net>
 12) Sunday N* listings
	by Mike Warren <m_warren@compuserve.com>
 13) WTB:  Eico 723
	by DCrespy@aol.com
 14) Re: GRC-109 and component substitution
	by Ken Gordon <keng@uidaho.edu>
 15) GRC-109 and RX sens.
	by Ken Gordon <keng@uidaho.edu>
 16) GRC-109
	by "Eric A. Jones" <eaj@hiwaay.net>
 17) Re: GRC-109
	by Ken Gordon <keng@uidaho.edu>
 18) matchbox weirdness
	by Randy Zelick <h2rz@odin.cc.pdx.edu>
 19) Indy Hamfest
	by "Roberta J. Barmore" <rbarmore@indy.net>
 20) RE: ANTENNA DISTRIBUTION
	by "ROBERT W DOWNS, WA5CAB" <RWDowns_WA5CAB@compuserve.com>
 21) 
	by "Roberta J. Barmore" <rbarmore@indy.net>
 22) Re: matchbox weirdness
	by Ken Gordon <keng@uidaho.edu>
 23) B&W Matchmaster FS
	by billo@nti.net (Bill Wilson)
 24) WTB BC-614 Shock Mount
	by Mikhael Brown <mikhael@hpcmmp13.sj.hp.com>
 25) RE; B&W matchmaster sold
	by billo@nti.net (Bill Wilson)
 26) ADMINISTRIVIA: Changing Email Addresses
	by Mail List Owner <listown@jackatak.theporch.com>

----------------------------------------------------------------------

Date: Sun, 13 Jul 1997 00:53:38 -0500
From: Karl Heimbach <heimbach@concentric.net>
To: "boatanchors@theporch.com" <boatanchors@theporch.com>
Subject: GRC-109 and component substitution
Message-ID: <33C86D62.74AF@concentric.net>
MIME-Version: 1.0
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

Hello fellas,

I just picked up a T784/R1004 last week and as of this evening, made two
contacts with it.

After fabbing a new power plug for the R1004 and a general cleanup, I
got it going, but found that when it was connected to the T784 "receiver
antenna post", I got very little signal.  (All was fine if hooked up
separately to a receive antenna or temporarily jumpered to the primary
antenna connection on the transmitter... no transmitting like this of
course.)

The problem was traced to either a blown CR1 or CR2; couldn't make out
which one - too congested!  The originals were HD2172's and I had to
replace them with 1N914's.  Seems to work okay, but I still get more
signal to the receiver if I jumper to the primary antenna connection.

Does anyone know of the modern equivalent for a HD1272?  My Philips,
ECG, NTE and Motorola cross references all draw a blank.

I'd also like to correspond with other owners of the GRC-109, i.e.
performance comparisons, maint. questions, etc.  I'm intrigued by the
attentuation of RF signal to the R1004 via receive antenna jack.

Thanks,

Karl - W5QJ

------------------------------

Date: Sat, 12 Jul 97 21:29:54 PST
From: "Dick Dillman" <ddillman@igc.apc.org>
To: boatanchors@theporch.com, baswaplist@foothill.net
Subject: BAs in Dallas
Message-ID: <87124.ddillman@igc.apc.org>


Greetings, folks.  I'll be in Dallas next week and wonder if any 
Texans among us might guide me to BA-oriented stores, museums or 
individuals in the area?  

Thanks!

Regards,

Dick

                             Dick Dillman
                             WPE2VT W6AWO 
                        <ddillman@igc.apc.org>
                       Collector of Heavy Metal:
                 Harleys, Willys and Radios Over 100lbs.


------------------------------

Date: Fri, 11 Jul 97 18:43:51 PST
From: "Dick Dillman" <ddillman@igc.apc.org>
To: boatanchors@theporch.com
Subject: Dallas BAs?
Message-ID: <78052.ddillman@igc.apc.org>


Greetings.

I'll be headin' to Dallas next week (to inspect some *real* heavy 
iron: a WWII PBY amphibious aircraft!) and of course will be looking 
for some places to get in out of the heat - preferably places filled 
floor to ceiling with BAs.  I will check the BA Haunts file but would 
also appreciate any personal advice list members may have to offer.

Regards,

Dick

                             Dick Dillman
                             WPE2VT W6AWO 
                        <ddillman@igc.apc.org>
                       Collector of Heavy Metal:
                 Harleys, Willys and Radios Over 100lbs.


------------------------------

Date: Sat, 12 Jul 1997 21:49:08 -1000
From: Raymond Cote <cote@lepton.soest.hawaii.edu>
To: boatanchors@theporch.com
Subject: URM-25D dial lamps
Message-ID: <33C88874.6B24@lepton.soest.hawaii.edu>
Mime-Version: 1.0
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

i All!
        Just saw a note about the "grimes" lamps as used in the URM-25D
dial lights.  I have some that are "rigged for red" but fit just as
well. 
        They originally were not for the URM-25 in the "rig for red"
color,
but  were for other indicators onboard ships in areas that need "red"
lamps.  Anyway, the red paint or glaze comes right off with a razor
blade and I can send those of you that need to "light up" your URM-25D
sig generator for a couple bucks to help cover postage. 
       If you are in need of a couple lamps, send me your address, and
let me know by e-mail.   I have only 10, so first come, first served.
        I also need info on the power input to the URM-25D.  THere are a
couple
chokes wrapped on what looked like a resistor in the input circuit of
this unit.  What do I need there to get my oscillator.  Both were
smoked. 

Regards from Hawaii,



------------------------------

Date: Sun, 13 Jul 1997 06:33:02 -0500
From: Ronnie Hull <w5sum@ms1.nwla.com>
To: boatanchors@theporch.com
Subject: Congrats Ben!
Message-ID: <1.5.4.16.19970713053640.0a7f9afa@ms1.nwla.com>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

Congratulations to you Ben! don't stop now!!

sorry for the bw

Ronnie
======================================
                W5SUM
             Ronnie Hull
        3131 Meadow Parkway dr.
         Shreveport, La 71108

       "Use and Enjoy 10 Meters"
            Ten-Ten #2019
       formerly WN5AIA - WB5AIA

=======================================


------------------------------

Date: Sun, 13 Jul 1997 07:55:44 -0400
From: john <johnmb@mindspring.com>
To: heimbach@concentric.net, boatanchors@theporch.com
Subject: Re: GRC-109 and component substitution
Message-ID: <199707131159.HAA09447@brickbat9.mindspring.com>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

At 12:53 AM 7/13/97 -0500, you wrote:

>I'd also like to correspond with other owners of the GRC-109, i.e.
>performance comparisons, maint. questions, etc.  I'm intrigued by the
>attentuation of RF signal to the R1004 via receive antenna jack.
>
        I've had no luck in getting the '109 to perform satisfactorily
in its "transceive" mode..... the signal levels are considerably attenuated
in this mode. I think that's the way it works (or in this case..doesn't!)....
all of the components in mine appear to be fine.

        Please let ME know if you discover anything further in yours.
        /John
        
+------------------------------------------------------
| John Brewer- WB5OAU/4
| AMI #24    Vintage Radio Website
| http://www.mindspring.com/~johnmb/
+------------------------------------------------------


------------------------------

Date: Sun, 13 Jul 1997 08:00:39 -0500 (CDT)
From: "E.Swain/T.Boyd" <lizboy@io.com>
To: boatanchors <boatanchors@theporch.com>
Subject: listowner's address?
Message-ID: <Pine.BSI.3.96.970713075755.15623B-100000@bermuda.io.com>
MIME-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII

Need Jack (listowner)'s address for off-topic help.  Listowner@the
porch.com evidently incorrect.

Jack, please reply.  Sorry for the bandwidth..

Tom Boyd
lizboy@io.com


------------------------------

Date: Sun, 13 Jul 1997 07:53:03 EDT
From: w9fs@juno.com (Jerry W. Daugherty)
To: boatanchors@theporch.com
Subject: Hallicrafters SX-96 knob & manual needed
Message-ID: <19970713.080409.8694.0.W9FS@juno.com>

I went to the Indianapolis ham fest and saw a guy carrying a SX-96 and I
ask him if he just bought it? his reply, "No!"  where he was and where
the flea market area was, a little reasoning told me he didn't really
want to carry it that far in the heat. I ask him how much he wanted for
it, he said $20, so I gave him 20 US dollars. So now I need a manual, and
a BFO knob. If you can help e-mail me,

thanks,


Jerry W. Daugherty  W9FS, ex  K9PFV, W4RXU, W9FTI, DL5GI.
VHF-UHF Nut.   May all your blessings outweigh your needs.

------------------------------

Date: Sun, 13 Jul 1997 08:21:01 -0500 (CDT)
From: arc5@ix.netcom.com
To: boatanchors@sco.theporch.com
Subject: ARC-5 IF hacks: Igniting the Flame Thrower
Message-ID: <199771375953141@ix.netcom.com>
MIME-Version: 1.0
Content-Type: text/plain; charset=us-ascii

Actually, I'm just lighting my Bar-B-Que here in sunny Texas!
And everyone thought I was going to rant about hacking-up historic
relics.  Never!  Excuse me...I have to sneeze! 
(Tearing-off a piece of the Bill of Rights....)
"Ahhhhhhhhhhh-CHOOOO!"
(wipe wipe....It's just an old paper...obsolete, right?
 They should print it on new Laser paper!)
heh heh......

Anyways, as I've said before, these folks are talking about
changes to a pre-hacked rig.  I don't see a thing wrong with
experimentation on a corpse.  Previously-modified BC-453s
are as plentiful as fleas on a Texas hound dog, so 
bring out the table saw and crowbars.

An exception concerns very rare items, which could provide 
valuable parts and information if not further destroyed.  
Here's a good example; I acquired an RAT-1
receiver from a list member a while ago.  This is an
extremely rare set--one of only 150 ever produced-- most of
which likely ended-up in the briney deep.  Some tortured soul
tried to make a CB-band receiver (ack!).  He drilled the dial
(to calibrate it), drilled holes in the top (to try to
re-calibrate it), hacked a huge hole in the rear deck
to mount a very nasty AC supply, and did other silly
and unneeded mods.  What he got for all his trouble was
less then he started with, and it went onto the junk table
at some hamfest.  Pity.  The factory calibration procedure
is simple and works fine.  Everything he sought to 
do could have been done on an external chassis.
It took major organ donations and rewiring to bring it to life.
RAT-1 #33 receives CB just fine today, with a properly-calibrated 
dial and a dynamotor happily purring away.  

Here's an example of a well-planned modification 
from Tom, K9TA. He needs only tack-onto points in the rig 
to connect this additional deck and all the improvements 
he seeks are accomplished without drills,
hacksaws or dynamite:

>Most of the BC-348s around now have already 
>suffered the indignity of having an
>AC supply installed in the internal dynamotor well. 
>I never thought much of that plan 
(too much heat dumped inside the rig case), and 
>I don't mind having an external AC supply taking
>up shack space. So, a scrap of sheet aluminum has been
>cut, filed, and drilled to fit in the dynamotor well,
>screwed into the dynamotor mounting bosses. It is big enuff
>to hold the mixer, oscillator, 2 stages of 85KC IF 
>with cans (scrapped from a basket case ARC-5),
>a product detector, and one
>additional stage of audio amplification.

That's using your head, Tom!  You may not make a Porsche
out of a model-T, but you sure souped-it-up.  I'd rather
here the dynamotor sing, but that's just me...

73 DE Dave Stinson AB5S
arc5@ix.netcom.com



------------------------------

Date: Sun, 13 Jul 1997 13:26:02 UTC
From: n5off@w5ddl.aara.org
To: boatanchors@theporch.com
Subject: Congrats to Ben
Message-ID: <47289@w5ddl.aara.org>

Congrats to Ben on passing (no book no less!!).

My 11 year old daughter just passed too, KD5BNL, but she had to do 
weeks of book work.  Fifth grade is just not enough exposure to 
get by anymore without book work.

But congrats to Ben!  Houston is a long haul from Lafayette, but maybe
we can get a BA repeater going in Lake Charles.

Tom

------------------------------

Date: Sun, 13 Jul 1997 14:32:35 -0700
From: Mark Hovda <hovda@fyiowa.infi.net>
To: boatanchors@theporch.com
Subject: FS: Chassis Punches
Message-ID: <33C94973.115C@fyiowa.infi.net>
MIME-Version: 1.0
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

The following round chassis punches are for sale as a set.

5/8, 3/4, and 1 1/8.

These punches are made by the Pioneer Tool Company, Los Angeles.  They
are high quality and in nice shape.

$35 for the set, UPS to mainland U.S. included.  New punches are about
$30 each.

Multiple offers will be resolved by random selection on Monday evening.
Preference in the selection process will be given to those who have
assisted me in the past.

Thanks,

Mark
N0JWI


------------------------------

Date: Sun, 13 Jul 1997 10:18:51 -0400
From: Mike Warren <m_warren@compuserve.com>
To: ba-list <boatanchors@sco.theporch.com>
Subject: Sunday N* listings
Message-ID: <199707131019_MC2-1AC4-6498@compuserve.com>
MIME-Version: 1.0
Content-Transfer-Encoding: quoted-printable
Content-Type: text/plain; charset=ISO-8859-1
Content-Disposition: inline

Good morning All,

Today's Northstars Swapnet listings:

1. National NCL-2000, $500; Willard, 715/392-4946
2. National NC-173, $100; Herb, 612/455-7898
3. Drake R-4A, T-4XB, MS-4, P/S, MIC, $250; Mike, 612/542-8450
4. Heath HG-10B, $50; Jim, 402/371-3477
5. Heath PS-23, $60; Jim, 402/371-3477

73,

       Mike Warren - W5MAZ (in MN)
+++++++++++++++++++++++++++++++++++++++++
+ Looking for a Hallicrafters HT-31 Amp. +
+++++++++++++++++++++++++++++++++++++++++

------------------------------

Date: Sun, 13 Jul 1997 10:40:47 -0400 (EDT)
From: DCrespy@aol.com
To: boatanchors@sco.theporch.com
Subject: WTB:  Eico 723
Message-ID: <970713104046_-1912483982@emout07.mail.aol.com>

Still looking for an Eico 723, any condition that is restorable..
Anybody got one that just taking up valuable junk box space??

Harry KG5LO
Saline MI

------------------------------

Date: Sun, 13 Jul 1997 08:39:51 -0700 (PDT)
From: Ken Gordon <keng@uidaho.edu>
To: Karl Heimbach <heimbach@concentric.net>
Cc: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: GRC-109 and component substitution
Message-ID: <Pine.BSF.3.95.970713081501.836A-100000@piobaire.mines.uidaho.edu>
MIME-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII

> 
> Does anyone know of the modern equivalent for a HD1272?  My Philips,
> ECG, NTE and Motorola cross references all draw a blank.

I think those were simply a "high" current version of the 1N34, a
germanium diode.  Germanium solid state devices have 1/2 the forward
voltage drop that silicon devices have: .3 volt as opposed to .6 volt.
Therefore, there would be only .3 volt getting to the RF amp. instead of
.6.  Since the R-1004 is pretty senisitive and has no AGC that could make
a difference to the operator.

> 
> I'd also like to correspond with other owners of the GRC-109, i.e.
> performance comparisons, maint. questions, etc.  I'm intrigued by the
> attentuation of RF signal to the R1004 via receive antenna jack.

We ALL are!!!!! There was some discussion of this problem here a number of
weeks ago.  The manual flatly states the "...for maximum performance of
the receiver, a separate antenna should be used, especially on the lower
frequencies."  Most of us have complained of about 1/2 the sensitivity
when using the transmitter's antenna when compared to using a separate
antenna.  If you examine the circuit diagram, you will see an 18 pFd cap
which couples the receiver to the antenna through the key contacts.
However, there are also a lot of other transmitter components in the same
circuit.  Perhaps the problem is related to "suck out", or that some of
the other transmitter components cause a loss of RF somewhere since they
aren't perfect open circuits at RF. RF chokes and such like.  I have
suspected that the RF choke in the cathode circuit of the transmitter is
at fault.

Concerning maintenance, there appears to be none required.  I have a copy
of a letter sent by a retired Special Forces Comm. Specialist on an SF "A"
team (also a ham) who went into some detail on his use of the GRC-109 in
combat and otherwise.  He says that it was nearly indestructible, and
ALWAYS worked. It saved many lives.  The letter was sent to me through
the kindness of W7VZX Bob Rolfness.  I will send copies to anyone who
wants them.

I would really love to hear your GRC-109 on the air.  

BTW, Fair Radio still has a few of the large power supply for those.  
Also batteries for the R-1004, the GN-58 hand-cranked generator, the
CN-590/GRC-109 cable which connects the GN-58 to the 109, and the DY-88, 
(originally made for the GRC-9, but which also works for the GRC-109). The
CN-590/GRC-109 cable also plugs directly into the DY-88.

Concerning the R-1004, the mixer tube is a 1L6, discussion of which has
been going on here for some time.  That tube is also used in Zenith
TransOceanics. Although you can still buy it, it costs upwards of $30.00
each.  Radio Shack has them for $84.95. I have been experimenting with
using a 1AC6 in its place. This REQUIRES swapping the wiring to pins 5 and
6 at the mixer socket and then realignment.  The 1AC6 is available for as
little as $1.00 at hamfests. Its filament current requirements are exactly
the same as the 1L6. It appears to be a much "hotter" tube and really
improved the performance of my R-1004, especially above 12 mHz.

Although the preformance of the receiver with the 1L6 is adequate when the
tube is new, as the tube ages, performance drops off starting with the
high end (24 mHz) and slowly going down in frequency.  My own R-1004 had
become practically useless at 20 meters when I finally made the change to
a new 1AC6.

Anyway, I would really like to see how many of the GRC-109s can be gotten
together on 40 some evening. I have worked 35 countries with mine in the 5
years I have had it.  It is great fun to work DX with it when everyone
else is running much higher power, better antennas, and VFO.

Take care, and 73,

Ken W7EKB


------------------------------

Date: Sun, 13 Jul 1997 09:14:09 -0700 (PDT)
From: Ken Gordon <keng@uidaho.edu>
To: boatanchors@sco.theporch.com
Subject: GRC-109 and RX sens.
Message-ID: <Pine.BSF.3.95.970713090402.1252A-100000@piobaire.mines.uidaho.edu>
MIME-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII

Further discussion of the lack of receiver sensitivity when used QSK:

John and I have carefully examined the circuit to the extent of removing
parts associated with the TX-RX antenna changeover circuit and have NOT
discovered what the problem is. Perhaps someone with more knowledge and
experience in the design of such circuits would be curious enough to take
a look at the schematic and be kind enough to help.  I would send a copy
of the circuit involved to anyone who wishes to try. I have come to the
conclusion that the problem is inherent in the design and was probably
some sort of a compromise involving the desire to NOT use a relay anywhere
in the circuit in the interests of reliability. It IS ingenious.

There has been a report from at least ONE user of the 109 who told us that
he had NO loss of signal.  

We are really at a loss here.

As John said, most of us just live with it. I did try relay switching in
one of my T-784s and that solved the problem, but then again, I really
don't want to do that as a permanent mod.

Anyone for a '109 "net" ?

Ken W7EKB


------------------------------

Date: Sun, 13 Jul 97 11:56:32 PDT
From: "Eric A. Jones" <eaj@hiwaay.net>
To: boatanchors@theporch.com
Subject: GRC-109
Message-ID: <MAPI.Id.0016.00616a20202020203030303330303033@MAPI.to.RFC822>
MIME-Version: 1.0
Content-Type: text/plain; charset="ISO-8859-1"; X-MAPIextension=".TXT"
Content-Transfer-Encoding: quoted-printable

From:  Eric A. Jones,  N4TGC   eaj@hiwaay.net
	I'm glad to see there are other GRC-109 enthusiasts out there.  I just =
signed on the BA net 2 weeks ago and am likely well behind the curve.
	One look at the manual and I knew the Rx arrangement wasn't going to wor=
k.  I designed a 3pdt relay arrangement, but not having time to install =
it B4 Vintage Field Day, I just used a manual co-ax switch.  Karl W5QS =
 heimback@concentric.net  should have my comments on the outboard audio =
filter that worked so well.
	The CN 690(note it is 690, not 590 as the FR catalog says -- unless ther=
e are variations I haven't encountered) is not just a cable, it is a gas-=
tube regulator in a box with two socket-connectors, one each for Tx and =
Rx power, and a cable that plugs into the hand-crank gen. I have two of =
them.  I have not inspected the 2nd one I got, but the first has a seriou=
s factory defect:  the dropping resistor was installed on the wrong side =
of the regulator tube, causing the tube to absorb the entire voltage/curr=
ent available from the gen!
	Worse, the socket-pins were too tight on the power-plugs, cauing them =
to rip loose from their rubber bed.  It will be a booger to fix.  So, if =
you have a CN-690, open it up and check to make sure the resistor is on =
the GENERATOR side of the tube  (consult a tube manual , if necesary). =
 And insert and remove the plugs carefuly -- I wound up hogging them out =
with a drill bit.

	To Ken:  I would be interested in the letter from the SF user of the rad=
io.
	Oddly, despite the ream of instructions I received from "BA" when I sign=
ed on, I do not recall anything that specifically said "to post a message=
 you do THIS:"
	So, if this outgoing has been forwarded more than once, with multiple =
addresses, you'll know why!
	eaj@hiwaay.net




------------------------------

Date: Sun, 13 Jul 1997 10:49:07 -0700 (PDT)
From: Ken Gordon <keng@uidaho.edu>
To: "Eric A. Jones" <eaj@hiwaay.net>
Cc: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: GRC-109
Message-ID: <Pine.BSF.3.95.970713103957.1783C-100000@piobaire.mines.uidaho.edu>
MIME-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII

On Sun, 13 Jul 1997, Eric A. Jones wrote:

> From:  Eric A. Jones,  N4TGC   eaj@hiwaay.net
> I'm glad to see there are other GRC-109 enthusiasts out there.

Apparently there are a lot of us out there/here.

> One look at the manual and I knew the Rx arrangement wasn't going to work.

Actually, it DOES work, and quite well at the higher frequencies. Not very
well at frequencies below about 12 mHz.

> I designed a 3pdt relay arrangement,

My design uses 3 SPDT miniature polarized relays: one set of contact mutes
the receiver for quiet QSK.

> Karl W5QS heimback@concentric.net  should have my comments on the outboard
> audio filter that worked so well.

I would like to see this.  Selectivity leaves a lot to be desired.

> The CN 690(note it is 690, not 590 as the FR catalog says -- unless there 
> are variations I haven't encountered) is not just a cable, it is a
> gas-tube regulator in a box with two socket-connectors, one each for Tx
> and Rx power, and a cable that plugs into the hand-crank gen. I have two
> of them.  I have not inspected the 2nd one I got, but the first has a
> serious factory defect:  the dropping resistor was installed on the
> wrong side of the regulator tube, causing the tube to absorb the entire
> voltage/current available from the gen!

YOW! Short tube life/hand-cranker life!!!

> Worse, the socket-pins were too tight on the power-plugs, cauing them to 
> rip loose from their rubber bed.  It will be a booger to fix.  So, if
> you have a CN-690, open it up and check to make sure the resistor is on the
> GENERATOR side of the tube  (consult a tube manual , if necesary).  And
> insert and remove the plugs carefuly -- I wound up hogging them out with
> a drill bit.

Mine were tight too, but I inserted and removed by rocking. I think mine
was wired correctly since I really get 108 VDC out of it.

> 
> To Ken:  I would be interested in the letter from the SF user of the
> radio.

You bet! Just post your snail-mail address to me, or I can look it up in
the QRZ callsign database.

I'll try to get is scanned ASAP so that I can send it as an e-mail
attachment.

Ken W7EKB



------------------------------

Date: Sun, 13 Jul 1997 10:54:53 -0700 (PDT)
From: Randy Zelick <h2rz@odin.cc.pdx.edu>
To: Posting Boatanchors <boatanchors@theporch.com>
Subject: matchbox weirdness
Message-ID: <Pine.PTX.3.91.970713103003.3061A-100000@odin.cc.pdx.edu>
MIME-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII

Hi all,

Strange things going on with a matchbox - would love some assistance:

I have a 275 watt model which is used with 300 ohm twinlead going to a 90
ft vertical plus a few radials. It works fine and will tune to low swr at
just about any freq. I was extolling the virtues to a friend and at the
last swap meet, at my recommendation, the friend bought a matchbox. The
one he got is fancier than mine -- it has the built in meter, a 2nd remote
meter in a box, the antenna coupler, and a mod to allow tuning of coax-fed
antennas. It is this latter mod which is at the heart of the problem. 

My friend called me up to complain that the matchbox does not work with
his transceiver/antenna system. These are a Kenwood TS-820 and a 10 meter
vertical. He has the matching Kenwood tuner which works fine, and will
even match the 10 meter vertical on 20 meters, which is how he uses the
radio most of the time. 

I borrowed his matchbox and tried it with my antenna and found it to be
perfect - identical to my own matchbox. I don't have a coax-fed antenna,
so my next step was to trundle over to his place with a whole bunch of
patch cables, directional wattmeter and assorted stuff. I even brought my
TR-7 thinking there might be some strange interaction between the output
tuning network of the TS-820 (a 6146 I think). 

Indeed, the matchbox was very poor compared to the Kenwood tuner at
matching the 10 meter vertical at 20 meters. The best we could do was
about 3:1, but this was with the ground jumper *not* connected on the
Matchbox. I took apart the matchbox and found the coax-antenna mod to be
exactly as described in the manual, in fact it looks like it was done at
the factory. In case you haven't seen this, the mod is to ground one rotor
of the output tuning cap and tie the center conductor of a SO-239 to the
non-grounded side. With the cap grounded as it should be, we could not
match the coax antenna at all! 

One possibility is that the Johnson matchbox is just poor at matching coax
fed antennas. I hope this is not the case, as I will certainly have egg on
my face after telling this fellow that no one has ever made a better
tuner. This may be true for single wire or balanced lines but... 

Another possibility is that there is something broken with the matchbox. 
If so, it must be extremely subtle, and not visible by simple inspection. 

Finally, it is possible that the manual's description of the mod to make
is not an acceptable one, or there is an error in the manual and different
mod is required for this to work. 

Suggestions??

Thanks,

=Randy=

R. Zelick
Dept. Biology
Portland State University
P.O. Box 751
Portland, OR 97207
503-725-3086 (voice), 503-725-3888 (fax)
email: h2rz@odin.cc.pdx.edu
web: http://odin.cc.pdx.edu/~h2rz/


------------------------------

Date: Sun, 13 Jul 1997 12:52:22 -0500 (EST)
From: "Roberta J. Barmore" <rbarmore@indy.net>
To: BA <boatanchors@sco.ThePorch.com>, glowbugs <glowbugs@www.atl.org>
Subject: Indy Hamfest
Message-ID: <Pine.SUN.3.96.970713123938.21796D-100000@indy2>
MIME-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII


Hi!

   Well, I went to the Indy Hamfest yesterday; didn't meet any list
members as far as I recall, but I did pick up a nice sunburn and still
coping with a *massive* headache from too long in the bright sun.  :)

   Ahh, but worth it!  One regret, I looked at a couple of nice Globe
Scouts ($25 @) and intended to buy one...then got distracted and didn't
get back to 'em in time: seller had packed up and left!

   What did I buy?  Wellll...a Shure 3-A carbon mic and stand, $70; this
is a spring-suspended job.  The cast-metal stand has been broken and
superglued (arrgh) but will get epoxy unless someone here can tell me how
to braze such material.  It is reputed to be in working shape!
   A Les Logan Speed-X bug with an unusual yoke--it's got a nice big
T-bar, and a round hole through which the arm passes, as if Les had been
getting telepathic influence from Mac & T.A. Co.  Plating on the yoke is
flaking *badly* and there are a few cracks in it at the far ends of the
T-bar.  (Attn serious key collectors: is it kosher to have this replated?
Is it *safe* to do so with the observed cracks?).  Gave $75, which seemed
about right.
   Same fellow who had the Logan had a lot of nice Vibroplexes, including
a japanned-base with most of the pinstriping intact for $225 (I passed);
also some nice Signal and Mac & T.A. Co. streamkeys not too horribly
overpriced.  Elsewhere, I saw another japanned-base Vibro, with landline
points and *most* of the pintriping in FB shape; but the nitwit had
slapped a huge hunk of tape over one corner and wanted $325 firm!
Mentioned to him that damage to the striping was likely and would reduce
the value, and was told, "I don't care, I just sell 'em."  Idiot!
   Picked up a '40 ARRL HB, "Radio" mags from April & Aug '34 (very nice)
and June '43--by that date, the entire West Coast gang was g-o-n-e and it
was, well, not really too much of a magazine, alas.  The Bernie Ontiveros
draftmanship is conspiious


------------------------------

Date: Sun, 13 Jul 1997 14:06:47 -0400
From: "ROBERT W DOWNS, WA5CAB" <RWDowns_WA5CAB@compuserve.com>
To: BOATANCHORS <boatanchors@theporch.com>
Subject: RE: ANTENNA DISTRIBUTION
Message-ID: <199707131407_MC2-1AC1-5EF7@compuserve.com>
MIME-Version: 1.0
Content-Transfer-Encoding: quoted-printable
Content-Type: text/plain; charset=ISO-8859-1
Content-Disposition: inline

Groups,

Another receiving antenna multicoupler which hasn't been mentioned yet is=

the CU-1099/FRR.  These are solid state units.  I bought two from Fair
Radio (because they were out of CU-872's, and I needed something).  They
are fairly deep, but only about 8" wide, and have BNC fittings, along wit=
h
the smallest three-pin MS connector for AC.  However, they are 2-32MC -
forget 160 and the AM broadcast band.  If anyone has a CU-872 or CU-872A
and wants to trade, let me know.  The CU-872(*) mounts directly in a 19"
rack, and would be more convenient for me.

73, Robert W. Downs, WA5CAB
RWDowns_WA5CAB@compuserve.com
Houston, TX

------------------------------

Date: Sun, 13 Jul 1997 13:05:02 -0500 (EST)
From: "Roberta J. Barmore" <rbarmore@indy.net>
To: BA <boatanchors@sco.ThePorch.com>, glowbugs <glowbugs@www.atl.org>
Message-ID: <Pine.SUN.3.96.970713125405.21796F-100000@indy2>
MIME-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII



Hi!

   Well, I went to the Indy Hamfest yesterday; didn't meet any list
members as far as I recall, but I did pick up a nice sunburn and still
coping with a *massive* headache from too long in the bright sun.  :)

   Ahh, but worth it!  One regret, I looked at a couple of nice Globe
Scouts ($25 @) and intended to buy one...then got distracted and didn't
get back to 'em in time: seller had packed up and left!

   What did I buy?  Wellll...a Shure 3-A carbon mic and stand, $70; this
is a spring-suspended job.  The cast-metal stand has been broken and
superglued (arrgh) but will get epoxy unless someone here can tell me how
to braze such material.  It is reputed to be in working shape!
   A Les Logan Speed-X bug with an unusual yoke--it's got a nice big
T-bar, and a round hole through which the arm passes, as if Les had been
getting telepathic influence from Mac & T.A. Co.  Plating on the yoke is
flaking *badly* and there are a few cracks in it at the far ends of the
T-bar.  (Attn serious key collectors: is it kosher to have this replated?
Is it *safe* to do so with the observed cracks?).  Gave $75, which seemed
about right.
   Same fellow who had the Logan had a lot of nice Vibroplexes, including
a japanned-base with most of the pinstriping intact for $225 (I passed);
also some nice Signal and Mac & T.A. Co. streamkeys not too horribly
overpriced.  Elsewhere, I saw another japanned-base Vibro, with landline
points and *most* of the pintriping in FB shape; but the nitwit had
slapped a huge hunk of tape over one corner and wanted $325 firm!
Mentioned to him that damage to the striping was likely and would reduce
the value, and was told, "I don't care, I just sell 'em."  Idiot!
   Picked up a '40 ARRL HB, "Radio" mags from April & Aug '34 (very nice)
and June '43--by that date, the entire West Coast gang was g-o-n-e and it
was, well, not really too much of a magazine, alas.  The Bernie Ontiveros
draftmanship is conspiciously absent.  Also got an undated Stancor
"Amateur Transmitter Circuits, which I'd guess to about '35--newest tubes
shown are 2A5 and 6C6.  Picked up the booklet for the Collins 516F-2
power supply which I think is what came with my KWM-2.  And new RSGB and
ARRL HBs, just to stay sort of current.  There is now and actuual regen
receiver, with a type N vernier no less, in the the ARRL HB--though it
uses those funny looking tubes with no heaters and only three leads.
   Other than that, I bought a few "doorknob" xtals, a BC-610 rock for
3.58 mc (!), a small slab of Bakelita few old-fashioned knobs and three
meters. Nothing much very big. 

Still sorry I missed the Globe Scout, and a fair-looking HQ-129X; but
they'd've about had to be hung from the ceiling to fit 'em in the
hamshack, and the OM would have probably tried to string me up next to
'em, so it's all for the best.

   73,
   --Bobbi

   Ummm, the cat sent this for me about halfway through, my fault for
putting some shortcuts on the function keys she thinks are chin rests.


------------------------------

Date: Sun, 13 Jul 1997 11:14:13 -0700 (PDT)
From: Ken Gordon <keng@uidaho.edu>
To: Randy Zelick <h2rz@odin.cc.pdx.edu>
Cc: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: matchbox weirdness
Message-ID: <Pine.BSF.3.95.970713111207.2397A-100000@piobaire.mines.uidaho.edu>
MIME-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII

I have two articles from QST which compares matchboxes of various
manufacturers.  The Johnson figures significantly in this two part
article. 

The absolute BEST coupler is the Collins 180S series...by a long way.  The
275 watt Matchbox is better than the KW version, BTW.

I will look up the reference to this article and post it here.

Ken W7EKB


------------------------------

Date: Sun, 13 Jul 1997 13:12:35 -0500
From: billo@nti.net (Bill Wilson)
To: boatanchors@theporch.com
Subject: B&W Matchmaster FS
Message-ID: <19970713181234343.AAA71@NOTORIOUS>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

I have a Barker and Williamson Matchmaster (SWR/dummy load) model 651 (73
ohms) for sale.  The color and style of the cabinet/panel match the 5100
line.  I'm really not too sure of what this thing does but thought a B&W
collector would like it.  The panel is in good shape, some kind of sticky
dried stuff on the meter panel but it should come off.  The cabinet is in OK
shape, a few little marks on the top.  Asking $45 postpaid to lower 48. 

Thanks,

Bill Wilson
W4BIZ
Jacksonville, Al.  


------------------------------

Date: Sun, 13 Jul 1997 11:48:56 -0700
From: Mikhael Brown <mikhael@hpcmmp13.sj.hp.com>
To: Boatanchors <boatanchors@sco.theporch.com>,
        Boatanchor Swap <baswaplist@foothill.net>
Subject: WTB BC-614 Shock Mount
Message-ID: <33C92318.5A73@hpcmmp13.sj.hp.com>
Mime-Version: 1.0
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

Anyone have a shock mount for the BC-614 speech amp (for BC-610)?

If you have one you would like to part with, let me know.

Thanks and 73's

Mike
-- 
 This is a private opinion or statement and is nobody's fault but mine. 
No person, employer, or government should try to take credit for it

~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~
|  Mikhael Brown                email: mikhael_brown@sj.hp.com       |
|         ///                                                        |
|          |                                                         |
|         /|\                                                        |
|        N6WIG                                                       |
~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~

------------------------------

Date: Sun, 13 Jul 1997 13:54:11 -0500
From: billo@nti.net (Bill Wilson)
To: boatanchors@theporch.com
Subject: RE; B&W matchmaster sold
Message-ID: <19970713185401139.AAA133@NOTORIOUS>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

The B&W matchmaster has been sold, 

Thanks,

Bill
W4BIZ
Jacksonville, Al.


------------------------------

Date: Sun, 13 Jul 97 11:15:01 CDT
From: Mail List Owner <listown@jackatak.theporch.com>
To: boatanchors@sco.theporch.com
Subject: ADMINISTRIVIA: Changing Email Addresses
Message-ID: <9707131115.aa06882@jackatak.theporch.com>

Gang-

This periodic post is intended to help subscribers whose  email
address has changed, preventing posting or receipt of the list.

If you change ISP (InterNet Service Provider), simply send me an
email advising the change, and I will do my best to implement the
change quickly.

For those unfortunates, whose ISP has made a change without advising
their customers of the potential impact of that change on
subscribers to email lists like the boatanchors, where one must
be a subscriber to post to the list, try to follow along...

Under some circumstances, the changes to your email address are
"transparent" to you, but prevent posting. I get error notification
for these kinds of problems, and I try to work them out. However,
I may miss one, and on this end, the process is anything BUT
automatic.

You have a bigger stick than I do. You and your ISP have the primary
responsibility to repair the problems caused by the change at the
ISP. I have zero leverage with your ISP, and you have great leverage.

Most ISP maintain a customer service department to help with problems
like these. This should be your first line of support for email
problems. I am happy to assist and consult, but try to understand
that when your ISP makes a change to their email handler, and that
change prevents you from posting to the boatanchors list, I can help,
but resolving this problem is your responsibility, working with your
ISP. I am but a volunteer, contributing my time to administer the list.

Thank you for your attention.
--
73
Jack, W4KH/Mobile (75M SSB 2-letter WAS #1657/#1789 -- both all mobile! ;^)
            - - - BoatAnchor Mailing List Archiver/Owner - - -
listown@jackatak.theporch.com - "Plus ca change, plus c'est la meme chose"

------------------------------
End of BOATANCHORS Digest 1559

******************************
